
MADE IN GERMANY

Trocar Systems
 Modular and flexible 
for maximum efficiency

Minimally invasive surgery



Always the ideal execution

PAJUNK ® Trocar Systems

The requirements on trocar systems are very different. A signifi cant infl uence 

has type and nature of the particular surgery. But also the preferences of the 

surgeon are decisive criteria in selecting the operational method. Therefore, 

PAJUNK ® developed two trocar systems – TrocaTec and TrocaPort – that are 

universally applicable for all size- and method categories: 

- Laparoscopy (general surgery, gynaecology, urology)

- Hasson technique (open laparoscopy)

- totally extraperitoneal hernioplasty

Both systems have a modular structure and can be combined with different 

accessories. The ergonomic valve bodies are designed in a handy shape and 

ensure a precise and fatigue-free working.

  Modular system

  Disposable components delivered 
sterile and ready for immediate use 

  High effi ciency because of the 
 modularity and fl exibility

  Wear parts – for example silicone 
valves – are easy to replace

  Manually and automatically 
 operable reusable trap-door valve

  Suitable sizes also for bariatrics 
and paediatrics

The reusable valve can be quickly disassembled for easy cleaning and therfore it is ideally suited for the autoclaving process. 
If necessary sterile disposable valves can also be used. A very popular choice because of their little weight. 

TrocaPort – disposable or reusable versions

reusable 
valve

reusable 
valve insert

maintenance-free 
stop-cock

disposable 
valve insert

Quick lock between valve insert 
and housing 

 Instrument is ready for use with 
only 1.5 turns, respectively quick 
and easy to dismantle.

disposable valve insert 
with reducing system

TrocaPort silicone valve
Used with disposable and reusable valve 
and easy to clean.

 The patented construction reduces the 
risk of damaging or interlocking of the 
 instruments with the valve. The sliding 
 resistance when instruments are pushed 
through is minimised.
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 * 3 mm und 5.5 mm valves optionally with or without maintenance-free stop-cock for gas insufflation

TrocaTec is available in two reusable versions: with button, the trap-door valve insert is manually and automatically, then again without 
button only automatically operable. The fl ap lid is rounded off and polished. Therefore it guarantees a minimal contact area at the 
instrument as well as an extremely low gliding resistance.

Trocar valves

Available working channels:  Ø 12.5 mm Ø 11 mm Ø 5.5 mm* Ø 3 mm*

with exchangeable 
 TrocaPort silicone valve

with manually or automatically 
actuated trap-door valve

with automatic 
trap-door valve

Sealing 
cap

Silicone valve

O-ring 
valve insert

O-ring 
insertion part

trap-door valve insert

Sealing 
cap

manually and 
automatically

automatically

manually and 
automatically operable 
 reusable trap-door valve

standard 
guide tube

Smooth-running shortstroke key 
is operated right-angled to the 
 instrument axis.

 Minimum risk of a positional 
change of the patient. 

guide tube with 
fi xation thread

automatic  reusable 
trap-door valve

maintanance-free 
stop-cock

maintanance-free 
stop-cock

Sealing insert

valve insert

TrocaTec

TrocaPort TrocaTec MAN TrocaTec AUTO

TrocaTec AUTOTrocaTec MAN
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Modular and versatile

Everything necessary for laparoscopy

With its automatic, self-locking cutting-edge protection, the shielded trocar 

reduces abdomen injuries. If activated, the cutting-edge protection uncovers 

the trocar tip only when piercing the abdominal wall. As soon as the trocar 

tip has passed the abdominal wall, it is immediately covered again and at the 

same time, the cutting-edge protection is locked.  The trocar cutting-edges are 

rounded in the lateral area, which favours a dilating effect and at the same 

time only results in a minimal puncture lesion.

The trocar sleeves are delivered with a guide tube, which 
is available with smooth surface, or alternatively – for a better 
anchorage of the trocar sleeve in the abdominal wall – with 
fi xation thread or with a disposable ring-anchor balloon system.

shielded 
trocar

TrocaPort with 
shielded trocar

shielded trocar

ring-anchor balloon 
system for open 
 laparoscopy

standard trocar

“Hasson” obturator

pyramidal 
tip

conical 
tip

Trocars and obturators Guide tubes

guide tube
with smooth
surface

guide tube
with fixation 
thread
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short version long version

cone with 
smooth surface

cone with
fixation thread

Accessory

Hasson cone
The fi xable sliding cone is used in the 
open laparoscopy. It can be slid over all 
reusable, modular trocar sleeves with 
standard guide tube and be fi xed at any 
position. The Hasson cone is made of 
stainless steel, demountable, has two 
self- locking string holder and is available 
with smooth surface or alternatively with 
fi xation thread.

Diameter reduction
The modular trocar system offers various 
possibilities for easy and effi cient diameter 
reduction. Via these reduction systems, 
 instruments with a smaller diameter than 
the trocar sleeve can be used without 
pressure loss.

TrocaStop 
For anchoring the trocar sleeve in the 
 abdominal wall, screw-in stops are used. 
For this purpose, the TrocaStop is slid 
on the standard guide tube and fi xed 
with a clamp screw.

Reducing adapter 
Is put on the insertion part of the 
trocar sleeve, and – if needed – 
plugged in the sealing cap.

Reducer sleeve short and long
Enables the use of a smaller instrument 
diameter. The short version leaves 
the function of the valve unimpaired. 
The long version keeps the valve open, 
therefore i. e. a folded mesh can be 
introduced into the abdomen.
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Trocar systems

All at a glance

Working length: 
B=Bariatric (150 mm), S=Standard (100 mm), P=Paediatric (80 mm)

Working length: 
B=Bariatric (150 mm), S=Standard (100 mm), P=Paediatric (80 mm)

without stop-cock *with stop-cock with stop-cock without stop-cock *

TrocaTec MAN

Modular trocar sleeve with manually or automatically actuated trap-door valve

TrocaPort

Modular trocar sleeve with silicone valve

smooth surface smooth surfacefi xation thread fi xation thread

Size Item no. Item no. PU B S P

Ø 3 mm 1287-13-03 1 •

1287-13-03N * 1 •

Ø 5.5 mm 1287-13-55 1287-13-55T 1 •

1287-13-55N * 1 •

1287-13-55NT * 1 •

1287-13-55S 1 •

1287-13-55B 1287-13-55TB 1 •

Ø 11 mm 1287-13-11 1287-13-11T 1 •

1287-13-11B 1 •

1287-13-11TB 1 •

Ø 12.5 mm 1287-13-12 1287-13-12T 1 •

1287-13-12B 1287-13-12TB 1 •

Size Item no. Item no. PU B S P

Ø 3 mm 1287-21-03 1 •

1287-21-03N * 1 •

1287-21-03S 1 •

Ø 5.5 mm 1287-21-55 1287-21-55T 1 •

1287-21-55N * 1287-21-55NT * 1 •

1287-21-55S 1 •

1287-21-55B 1287-21-55TB 1 •

Ø 11 mm 1287-21-11 1287-21-11T 1 •

1287-21-11B 1287-21-11TB 1 •

Ø 12.5 mm 1287-21-12 1287-21-12T 1 •

1287-21-12B 1287-21-12TB 1 •

TrocaTec AUTO

Modular trocar sleeve with automatic trap-door valve

TrocaPort SLEEVE

Modular trocar sleeve without valve insert for combination with TrocaPort 
disposable valve inserts (item no. 1287-63-xx/1287-64-xx)

Size Item no. Item no. PU B S P

Ø 3 mm 1287-26-03 1 •

1287-26-03N * 1 •

Ø 5.5 mm 1287-26-55 1287-26-55T 1 •

1287-26-55N * 1287-26-55NT * 1 •

1287-26-55S 1 •

1287-26-55B 1287-26-55TB 1 •

Ø 11 mm 1287-26-11 1287-26-11T 1 •

1287-26-11B 1287-26-11TB 1 •

Ø 12.5 mm 1287-26-12 1287-26-12T 1 •

1287-26-12B 1287-26-12TB 1 •

Size Item no. Item no. PU B S P

Ø 5.5 mm 1287-19-55 1287-19-55T 1 •

Ø 11 mm 1287-19-11 1287-19-11T 1 •

* without stop-cock

smooth surface smooth surfacefi xation thread fi xation thread
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Trocars and obturators
Working length: 
B=Bariatric (150 mm), 
S=Standard (100 mm), 
P=Paediatric (80 mm)

Product Size Item no. PU B S P

TrocaObt PYRAMID

Pyramidal tip, cutting, 
reusable

Ø 3 mm 1287-92-03 1 •

1287-92-03S 1 •

Ø 5.5 mm 1287-92-55 1 •

1287-92-55S 1 •

1287-92-55B 1 •

Ø 11 mm 1287-92-11 1 •

1287-92-11B 1 •

Ø 12.5 mm 1287-92-12 1 •

1287-92-12B 1 •

TrocaObt CONE

Conical tip, 
 atraumatic, 
reusable

Ø 3 mm 1287-93-03 1 •

1287-93-03S 1 •

Ø 5.5 mm 1287-93-55 1 •

1287-93-55S 1 •

1287-93-55B 1 •

Ø 11 mm 1287-93-11 1 •

1287-93-11B 1 •

Ø 12.5 mm 1287-93-12 1 •

1287-93-12B 1 •

TrocaObt PROTECT

Dilating, 
atraumatic, 
reusable

Ø 5.5 mm 1287-96-55 1 •

1287-96-55S 1 •

1287-96-55B 1 •

Ø 11 mm 1287-96-11 1 •

1287-96-11B 1 •

Ø 12.5 mm 1287-96-12 1 •

1287-96-12B 1 •

TrocaObt HASSON

Blunt with sphere tip 
(open laparoscopy), 
reusable

Ø 5.5 mm 1287-94-55 1 •

Ø 11 mm 1287-94-11 1 •

Ø 12.5 mm 1287-94-12 1 •

TrocaObt SHIELD

Shielded trocar, 
 self-locking, sharp, 
reusable

Ø 3 mm 1287-90-03 1 •

Ø 5.5 mm 1287-90-55 1 •

Ø 11 mm 1287-90-11 1 •

Ø 12.5 mm 1287-90-12 1 •

Product Size Item no. PU B S P

TrocaObt SHIELD B

Shielded trocar with 
tongued obturator, 
reusable

Ø 5.5 mm 1287-88-55 1 •

Ø 11 mm 1287-88-11 1 •

Guide tubes
Working length: 
B=Bariatric (150 mm), S=Standard (100 mm), P=Paediatric (80 mm)

smooth surface fi xation thread

Size Item no. Item no. PU B S P

Ø 3 mm 1287-16-03 1 •

1287-16-03S 1 •

Ø 5.5 mm 1287-16-55 1287-15-55 1 •

1287-16-55S 1 •

1287-16-55B 1287-15-55B 1 •

Ø 11 mm 1287-16-11 1287-15-11 1 •

1287-16-11B 1287-15-11B 1 •

Ø 12.5 mm 1287-16-12 1287-15-12 1 •

1287-16-12B 1287-15-12B 1 •

EcoBalloon RA-S 1

Sterile disposable kit with short ring-anchor balloon and instrument channel

EcoBalloon URO-S 1

Sterile disposable kit with short, fl at ring-anchor balloon and instrument 
channel

Working length: 80 mm

Working length: 80 mm

Size Item no. PU

Ø 11 mm 1285-40-11S 5

Size Item no. PU

Ø 11 mm 1285-75-11S 5

1 usable with trocars and obturators in standard length (100 mm)
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Product Size Item no. PU

TrocaCap

Silicone sealing caps Ø 3 mm 1287-29-03 10

Ø 5.5 mm 1287-29-55 10

Ø 11 mm 1287-29-11 10

Ø 12.5 mm 1287-29-12 10

TrocaStop

Screw-in stop with fi xation 
thread for modular trocar 
sleeves

Ø 5.5 mm 1287-82-55 1

Ø 11 mm 1287-82-11 1

Ø 12.5 mm 1287-82-12 1

TrocaCone

Hasson cone, fi xable sliding 
cone for open laparoscopy, 
stainless steel, demountable

Ø 11 mm/smooth 1287-43-11 1

Ø 11 mm/fi xng th. 1287-43-11T 1

Ø 12.5 mm/smooth 1287-43-12 1

Ø 12.5 mm/fi xng th. 1287-43-12T 1

TrocaReducer

Reducer sleeves Ø 11/5.5 mm 1287-81-11 1

Ø 12.5/5.5 mm 1287-81-12 1

TrocaReducer L

Reducing bush long Ø 11/5.5 mm 1287-85-11 1

Ø 12.5/5.5 mm 1287-85-12 1

Ø 12.5/10 mm 1287-85-22 1

Ø 12.5/11 mm 1287-85-23 1

TrocaReducer S

Reducing bush short Ø 11/5.5 mm 1287-85-11S 1

Ø 12.5/5.5 mm 1287-85-12S 1

Ø 12.5/11 mm 1287-85-23S 1

Accessory

Accessory TrocaTec Accessory TrocaTec and TrocaPort

Product Size Item no. PU

TrocaTec SEALSET

Seal range for trocar 
sleeves with trap-door 
valve, 5 pieces

Ø 3 mm 1287-20-03 10

Ø 5.5 mm 1287-20-55 10

Ø 11 mm 1287-20-11 10

Ø 12.5 mm 1287-20-12 10

TrocaTec SEAL

Sealing insert for trocar 
sleeves and trap-door 
valve

Ø 3 mm 1287-24-03 10

Ø 5.5 mm 1287-24-55 10

Ø 11 mm 1287-24-11 10

Ø 12.5 mm 1287-24-12 10

Accessory TrocaPort

Product Size Item no. PU

TrocaPort TOP

Disposable valve  insert 

with reducing system

Ø 5.5 mm 1287-63-55 5

Ø 11 mm 1287-63-11 5

Ø 11 mm 1287-64-11 5

TrocaPort SEALSET

Seal range with silicone 
valve, 4 pieces

Ø 3 mm 1287-28-03 10

Ø 5.5 mm 1287-28-55 10

Ø 11 mm 1287-28-11 10

Ø 12.5 mm 1287-28-12 10

TrocaPort SEAL

Silikone valve insert Ø 3–5.5 mm 1287-27-55 10

Ø 10–12.5 mm 1287-27-11 10

smooth    fixation thread

PAJUNK ® GmbH 
Medizintechnologie 

Karl-Hall-Strasse 1 

D-78187 Geisingen / Germany

Phone +49 (0) 77 04 /92 91-0 

Telefax +49 (0) 77 04 /92 91-6 00 

www.pajunk.com

PAJUNK ® Medical Produkte GmbH
Germany • Austria • Benelux

Karl-Hall-Strasse 1 

D-78187 Geisingen / Germany

Phone +49 (0) 77 04 / 80 08-0

Telefax +49 (0) 77 04 /80 08-150

www.pajunk.com



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Coated FOGRA27 \050ISO 12647-2:2004\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /DEU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


